
BULLETIN No. 1 

Stea~ . Log 
Machinery 

LOG CUT-OFF SAW AND JAWS 

Saw- operated by friction rig or by steam cylinder w-hich can have 

"oil control" if desired 
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Loader 

Heaviest Machine of its 

J{ind Made. 

Arms of Iron or Cast 

Steel. 

Shape of Arms for 

Sma11 as \Vell as 

Large Logs. 

Cylinder bas Sole 

Plate and Steel Cross 

Head with Slide. 

All Crossheads have 

Taper Fit and Rey. 

and Deck Stop 

Combined Skidnose and Box 

Extending to Carriage. 

\Ve also furnish Cylinder 

shown on next page to set on 

Concrete Pier and have long 

connectiQll if desired. 
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Kelley Log Kicker 

Cylinders Arranged to 
Set on Concrete if 

Desired. 

H eaviest Machine of i ts J{ind 

Built. 

Large Shaft and Pins . 

Extr a H eavy Arms Shrunk 

On and R eyed . 

Cylinder Easily Accessible . 

Sole Plate on Post Cannot 

\Vork Loose. 

One Stroke Only i s Necessary 

to Unload a Log . 

Arms H ea ch Across Slip with 

J_,ong E asy Stroke. 

Cylinder s 10 or 12 in. Diame t e t'. 

Se t on Post or on Concre t e 

Pier with Long 0onnection. 

T h is mach ine h as extra large pins with good bearings. 

Punch ba r a r ms are swelled a t en ds t o insure a l a rge bear­

ing and oil h oles are provided. Pins a r e tight in arms. 

Crossheads have taper fit and k ey. 
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PLANT OF THE PEA VY-BYRNES LUMBER CO .. 
KINDER, LA. 

Designed and equipped complete by us. One of the most economical 

mills in Louisiana 
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